





Bogen QUALITY STEREO COMPONENTS 





Deluxe Stereo Pair 


NEW DB230 STEREO AMPLIFIER 


Deluxe stereo amplifier-preamplifier for 
controlling all stereo sources—tapes, rec- 
ords, FM-AM radio broadcasts, etc. Rated 
at 30 watts per channel, the DB230 delivers 
an output of 60 watts for monaural sound 
sources, with 120-watt peaks! Deluxe fea- 
tures include: feedback tone control circuits 
for low distortion; premium-type 7025 audio 
tubes used in critical circuit stages; stereo 
phasing switch for eliminating ‘“‘hole-in- 
middle” effect during stereo use; full array 
of controls; etc. 


Respon. = db, 20-20,000 cps. Distor- 
tton: Harmonic, less than 1% at rated out- 
put; IM, less than 2%. Hum: —85 db. 10 
Inputs (5 per channel): Magnetic Phono; 
Ceramic-Crystal Phono; Tape; Tuner; Aux- 
iliary. Controls: Input Selector (Tape, US 
RIAA, Tuner, Auxiliary}; Bass; Treble; 
Loudness; Hi and Lo Filters; Stereo-Mon- 
aural switch; Channel 1 Tape Preamp Off- 
On; Channel 2 Tape Preamp On-Off; Bal- 
ance; Volume; Power Off-On; Phasing; 
Cartridge (Stereo-Monaural). Output Im- 
pedances: 4, 8, 16 and 32 ohms per channel. 
Four 60WS output tubes. Less cage; takes 
CEG type on page 53. Size, 534x15x1354". 
For operation from 110-120 y., 50-60 cycle 


C, Shpg- wt., 39 Ibs. 
91SU'659. NET. 55. 2s. 169.50 























NEW ST-662 FM-AM STEREO TUNER 


An ideal companion unit to the Model 
DB230 amplifier at left. Excellent sensitivi- 
ty and high selectivity assure clear recep- 
tion of stereo and monaural FM-AM broad- 
casts. Separate tuning eye indicators for 
FM and AM allow pin-point tuning. Auto- 
matic frequency control on FM assures 
utmost ease in tuning. Can be momentarily 
switched off to permit tuning of weak or dis- 
tant stations. Automatic volume control on 
both FM and AM. Slide switch on rear of 
chassis permits convenient use of the Model 
ST-662 stereo tuner in monaural high- 
fidelity music systems. 





Sensitivity: FM, 2% microvolts for 30 db 
of quieting; AM, (with built-in loopstick 
antenna), 100 microvolts for 20 db signal- 
to-noise ratio. Audio Output: 1 volt cathode 
follower. Controls: Tuning; Selector Off-On, 
Stereo, AM, FM, AFC out). Outputs: AM, 
FM, Monaural, Multiplex. Tubes: 6AB4, 
2—12AT7, 3—6AU6, 2—6BA6, 6B + 
EM840 tuning eye indicator: —matched 
1N542 crystal diodes; 1N5. crystal di- 
ode; EZ80 rectifier. Includes line-cord an- 
tenna for FM; loopstick antenna for AM. 
444x15x124%4”. Less cage; takes BEG type 
on page 53. For 110-120 v., 50-60 cycle AC. 


Shpg. wt., 19 Ibs. 
91 SU 660. NET 189.50 











“Challenger” Stereo Components 


NEW AC210 STEREO AMPLIFIER 


Outstanding performance, more features 
and glamorous color yling—are yours 
with this skillfully designed stereo amplifier- 
preamplifier. Features dual 10-watt ampli- 
fier sections for any stereo sound source— 
tapes, records or FM-AM broadcasts—and 
can be used as a complete 20-watt monaural 
amplifier. The AC210 can also be used < 
the second 20-watt channel of a stereo sy 
tem- — s complete set of stereo c ontrols 




































amplifier! Speaker phe sing s alloy 
pertect stereo sound ‘‘spread’ “holes 
in the total stereo acoustic effect. Rich gold- 
and-black color styling. 





Output: 10 watts per channel for stereo; 20 
watts for monaural use. Response: +1 db, 
20 to 20,000 cps. Harmonic Distortion: le: 
than 1% at rated output. Hum & No 
—80 db. 10 inputs (5 per channel): Magnetic 
Phono, Ceramic-Crystal Phono, Tape, Tun- 
er, Auxiliary. Outputs: Channel 1 Speaker, 
Channel 2 Speaker, Channel 1 Tape, Chan- 
nel 2 Tape. Controls: Selector (Tape, Phono, 
Radio Tuner, Aux); Bass; Treble; Off-On/ 
Volume; Balance; Scratch Filter; Rumble 
Filter; Stereo-Monaural switcly (Channel 1, 
Channel 2, Stereo Normal, Stereo Invert); 
Speaker Phasing. Outpui Impedances: 4, 8, 
16 and 32 ohms per channel. With case. 
434x15x11”. 4—6AQ5 output. For op 
tion from 110-120 y., 50-60 cycle AC. Shpg. 


wt., 12% lbs 
91 SU 661. NET 99.95 





























NEW TC200 STEREO FM-AM TUNER 


Wonderful three-way listening with Bogen’s 
TC200 **Challenger’’ Stereo FM-AM Tun- 
er! Provides exceptional FM reception, AM 
reception, and new stereophonic listening 
from stereo FM-AM broadcasts. Matches 
the AC210 amplifier in performance and in 
color styling—together they form a high-fi- 
delity stereo team of excellent quality. 


FEATURES. Highly sensitive circuit offers 
clear reception of weak and distant stations. 
Excellent selectivity eliminates interference 
from adjoining stations. Automatic frequen- 
cy control on FM greatly aids in ‘‘locking- 
in’’ FM station of your choice. Automatic 
volume control on FM and AM prevents 
overload. Advanced circuitry of the TC200 
features use of crystal diodes for freedom 
from hum and distortion. 


Sensitivity: FM, 3 microvolts for 30 db of 
quieting; AM, (with loopstick antenna), 
100 microvolts for 20 db signal-to-noise 
ratio. Controls: Tuning; Off-On; AM Off- 
On; FM Off-AFC Out-FM On. Audio Out- 
put: 1 volt, FM and AM. Outputs: AM, 
FM, Multiplex. Tubes: 6AB4, 12AT7, 6BE6, 
2—6BA6, 2—6AU6; 2—matched 1N542 
tal diodes; 1N541 crystal diode; EZ80 























rectifier. Built-in line cord antenna for FM; 
AM ferrite loopstick antenna. Provision for 
AM and FM antennas. 
tvled 


adding external 
Size, 43x15 ¥@x11”. With case;, color 
in gold-and-black. For 110-120 v., 5 
eycle AC. Wt., 1614 Ibs. 

91 SU 662. NET 129.50 











NEW DB212 STEREO AMPLIFIER 


Moderately priced stereo amplifier-pream- 





plifier unit. Serves two 12-watt amplifiers 
for use with any stereo sound source; or as 
single 24-watt amplifier for monaural use. 
Handsome and _ versatile, the DB212 has 
many excellent features, including a speaker 
phasing switch for eliminating ‘‘hole-in- 
middle” effect during stereo use. 


Output: 24 watts (2—12-watt channels). 
Response: +1 db, 20-20,000 cps. Harmonic 
Distortion: 0.5% at rated output. Noise & 
Hum: —80 db. Controls: Selector (Tape, 
Phono, Radio Tuner, Aux); Function (Mon- 
aural: Channel 1, Channel 2, Channels 1 
and 2; Stereophonic: Normal, Inverted); 
Volume; Bass; Treble; Hi-Filter; Lo Filter; 
2-pos. Speaker Phasing; Off-Oa. NARTB- 
tape and RIAA-phono equalization, Output 
Impedances: 4, 8 and 16 ohms per channel. 
Four 6V6 output tubes. Size, 434x15x1214”. 
Less cage; takes BEG type on page 53. For 
operation from 110-120 v., 50-60 cycle AC. 
Shpg. wt., 20 Ibs. 

91 SU 613. NET... 





NEW STIO-AG “ADD-ON” 
STEREO ADAPTER-AMPLIFIER 


Designed to convert your present monaural 
hi-fi system into a 2-channel stereophonic 
system. Add only another speaker and ster- 
eo sound source. The new ST10-AG, succes- 
sor to the ST-10, has inputs for accepting 
any stereo signal—records, tapes or FM- 
AM broadcas Incorporates a 2-channel’ 
preamp and 10-watt amplifier, with simul- 
taneous volume control over both channels. 
Response: +1 db, 20 to 20,000 cps. Distor- 
tion: 1% at 10 watts output. Two 6AQS out. 
Si 614x534x12”. With cage. For 110-120 
50-60 cycle AC. Shpg. wt., 12 Ibs. 
91 SK 663, NEr-s.-.. ee 59.50 

















NEW STA-1 STEREO ADAPTER 


An easy-to-use, low-cost adapter that per- 
mits single-knob control of the Volume and 
Balance in stereo systems using two ampli- 
fiers. For use only with new Bogen ampli- 
fiers and Models DB130 and PR100A. The 
STA-1 permits listening to either stereo or 
monaural sound; balances the output of two 
speakers; switches speakers from one am- 
plifier to the other. Controls: Stereo-Monau- 
ral switch; Normal-Reverse switch; single 
Volume-Balance control (concentric knob). 
Includes cables. With case. Size, 434x3 Yx 
5”. Shpg. wt., 2% Ibs. 

91 SX 614. NET... 16.00 








52 See Pages 22-23 for Music Systems Featuring Bogen Components 





NEW DB125 AMPLIFIER 
An outstanding 25-watt amplifier, featur- 


ing complete control facilities, newest cir- 
cuitry, and deluxe styling. Has variable 
damping control, 3-position speaker selector 
switch, controlled positive feed-back circuit 
for extremely low distortion, etc. Output: 
25 watts. Response: + V2 db, 20-20,000 cps. 
Distortion: harmonic, less than 0.3%; 1M, 
less than 1%. Hum & Noise: —80 db. Con- 
trols: Selector (Tape. 78, Old, RIAA, Radio, 
Aux); Bass; Treble; Off-On/Volume; Loud- 
ness; Lo Filter; Hi Filter; Speaker (A, AB, B). 
Chassis Controls: Damping Off-On; Stereo 
Adapter Off-On; Balance, Bias and Hum 
adjustments. Oulpui Impedances: 4, 8 and 
16 ohms; tape output. 2—6973's in output. 
Less cage; takes AEC type below. 434x12x 
12”. For operation from 110-120 v., 50-60 
cycle AC. Shpg. wt., 18 Ibs. 

99.50 





91 SU 664, NET 


NEW DB114 AMPLIFIER 


Not illustrated—similar to DB125 above 
Has stereo input for adding STA-1 adapter. 
Output: 14 watts. Distortion: Harmonic, less 
than 0.5%; IM, less than 1%. Response: 
+=Y% db, 20-20,000 cps. Controls: Selector 
(Tape, 78, IAA, Radio, Aux); Bass; 
Treble; Off-On/Volume; Loudness; Rumble 
Filter; 3-pos. Speaker Selector. Output Im- 
bedance: 4, 8, 16 ohms. 2—6V6GT output. 
434x12x12%4”. Less cage; takes AEG type 
below. For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 16 Ibs, 
91 SX 629. NET 


wa 8 EH 


15 Peers 





NEW FM51 BASIC FM TUNER 


Exceptionally fine basic FM tuner. Has 
automatic frequency control to “lock in" 
stations, and temperature compensated os- 
cillator to prevent drifting. AFC defeat 
switch permits tuning weak stations adja- 
cent to strong ones. Tuning-eye simplifies 
tuning. Sensitivity: 2Y% uv tor 30 db quiet- 
ing. Output: 1 Controls: Tuning; Off-On 
(with AFC)—On (AFC out). 6 tubes, recti- 
fier; tuning eye; 2—1N542 diodes. 434x12x 
12%”. With built-in line cord antenna. Less 
cage, takes AEG below. For 110-120 v., 50- 
60 cycle AC. Shpg. wt., 14 Ibs. 

91 SU 667. NET... 104.50 








NEW AM91 BASIC AM TUNER 


Has 3 tuned RF circuits; built-in antenna; 
10-ke filter; etc. 4 tubes plus rectifier and 
tuning eye. 494x12x124%4”. Less cage; 
takes AEG type listed at right. For opera- 
tion from 110-120 volts, 50-60 cycle AC 
Shpg. wt,. 14 Ibs. 

91.50 


91 SU 668. NET... 














Deluxe FM-AM Basic Tuner & 35-Watt Amplifier 


NEW T1661 BASIC FM-AM TUNER 


Deluxe styling and truly outstanding per- 
formance are skillfully blended in the make- 
up of this splendid tuner. FM section has 
extremely sensitive and_ selective cir- 
cuitry employing Foster-Seeley discrimi- 
nator and dual limiter; low-noise front 
section consists of tuned RF mixer and two 
IF stages. Temperature-compensated oscil- 
lator prevents drifting off station. Auto- 
matic frequency control for “lock-in” 
tuning, with defeat position for tuning in 
weak or distant stations. AM section offers 
a 10-ke whistle filter; automatic volume 
control; special-design. built-in ferrite loop- 
stick antenna; and cathode follower out- 
put. Unique FM-AM tuning indicator. 













Sensitivity: FM, 24% microvolts for 30 db 
of quieting; AM, 5 microvolts for 20 db 
signal-to-noise ratio. Selectivity: FM, 180 
ke, 3 db down; AM, 10 ke, 3 db down. 
Audio Output: 1 volt. Controls: Selector (On- 
Off, AM, FM, AFC Out); Tuning. 9 tube: 
2 matched 1N542 crystal diodes; 6 
rectifier. Built-in FM and AM antennas. 
434x12x12%4". Less cage; takes AEG type. 
below. For 110-120 v., 50-60 cycle AC. 


Shpg. wt., 16 Ibs. 
91 SU 665, NET 29750 






TOP-RATED DB130-A AMPLIFIER 


This 35-watt amplifier offers exceptional 
versatility plus full-toned, perfectly-bal 
anced reproduction. Extremely uniform 
output, low distortion and high power 
handling capacity assure faithful sound 
reproduction. Loudness contour selector 
for correct tonal balance even at very low 
listening levels. Variable damping control 
provides cleaner bass response by precisely 
coupling amplifier to speaker system. 


Output: 35 watts with 1.5% IM distortion. 
Harmonic Distortion: 0.34% Response 
+0.5 db, 15-30,000 cps. Hum: (Below rated 
output): Magnetic Inputs, —60 db; other 
inputs, —80 db. Output Impedance: 4, 8 
and 16 ohms. Inputs: High-level Magnetic 
Phono, Low-level Magnetic Phono; Tuner; 
Tape; Tape Monitor; Auxiliary Crystal 
Phono. Controls: On-C Loudness-Con- 
tour; Bass; Treble; Selector (Phono, 
Radio, Tape, Aux.); 7-pos. Equalizer (Eur 
78, U 78, A RIAA, COL-LP, NAB, 
Filter; 3-pos. High Filter 
Speaker Selector. Size, 434x15x 
AVSGA/GT in output. Less 
BEG cage, below. For 110-120 v., 60 cycle 
AC. Shpg. wt., 24 Ibs. 

91 SU 666, NET. ...124.50 






















Low-Cost “Challenger” Matched Components 


NEW ACIO AMPLIFIER 


True high-fidelity performance and control 
flexibility at low cost. One of the best buys 
in budget-priced -fi components, the 
AC10 ‘“‘Challenger’’ 10-watt amplifier offers 
many fine features. Separate bass and 
treble controls; loudness-contour selector 
for choosing the most suitable volume levels 
without loss of high or low frequencies; in- 
stant selection of popular tape and record 
equalization positions; and excellent re- 
sponse with low distortion and noise levels. 
Use two AC10's and STA-1 adapter (see 
page 52), for stereo use. Metal cabinet is 
handsomely styled in black, with contrast- 
ing black and gold panel. 














Output: 10 watts; 20-watt peaks. Response: 
+1 db, 20-20,000 cps. Distortion: 1% at 
rated output. Hum & Noise: —75 db. 5 In- 
puts: Tuner, Magnetic Phono, Crystal 
Phono, Tape, Auxiliary. Controls: Rumble 
Filter; Loudness; Selector-Equalizer (Tape, 
78, RIAA, Phono, Tuner Aux.); Volume- 
On-Off; Bass; Treble. Output Impedances: 
4, 8 and 16 ohms. 2—6AQ5 output. 4%, 
x12Y%x8%". With cage. For 110-120 v., 50- 
60 cycle AC. Shpg. wt., 10 Ibs. 

91 SX 621. NET 55.00 
















NEW TC100 BASIC FM-AM TUNER 


A perfect companion to the AC10 amplifier 
in styling, price and performance, the 
TC100 tuner features circuitry using a care- 
fully matched pair of crystal diodes for 
freedom from hum and distortion. FM sec 
tion employs an Armstrong circuit with 
limiter, and Foster-Seeley discriminator; 
Z ction is a superhet circuit with auto- 
matic volume control. Automatic frequency 
control on FM pin-points and holds the de- 
sired station—automatically finds the opti 
mum signal of an FM station as you dial in 
its vicinity. Other features are: illuminated 
dial with hairline indicator; flywheel tuning 
control for effortless, accurate tuning; 
black-and-gold color styling to match the 
AC10 amplifier; etc. 



























Sensitivity: FM, 3% microvolts for 30 db 
quieting; AM i - 
to-noise ratio 
AFC Out; Tuning. Audio Output: Ampl 
and Tape, ! volt. Built-in FM and AM 
antennas. 6 tubes; matched pair of 1N542 
diodes; 6X4 rectifier. 444x12Vex 
. With cage. For 110-120 v.. 50-60 
cycle AC. Shpg. wt., 13 Ibs. 
91 SU 622. NET 87.50 











METAL CAGES FOR BOGEN COMPONENTS 


91 SX 630. Type AEG. 434x12x12%4”. For AM91, 
91 SX 617. Type BEG, 434x15x12'%4”. For DB130-A, ST662, DB212. NET 
91 SX 618. Type CEG. 534x15x1354”. For DB230. NET 


FMS1, T661, DB125, DB114, NET ..6.00 
7.50 


8.00 


Write for Allied’s System Plan Price on Components of Your Choice 53 


